o e e e
2 ‘.\.\\\\\\\\\\ ‘‘‘‘‘‘‘ —_

S

=

DRTH RILDA CANYON
PORTAL FACILITIES

==

— - /

Py - WL it
‘\i.ilf H@Mmmwum@ﬁ@unﬁ@/ Uv\\r\,
Iilr. . i

g

e
QIR el SONORONUN
= e 4// ;
e e W, ™
SR .
T e

DR

p

A

/",- /
o ?
o g

L L
S e

T {
R
= - S e o - B il i
— N

o
T — T
Bt NCORPORATED
o2
450 0CT 05 2010
2
A& = SPREAD TOPSOIL & Div. of Oil, Gas & Mining
HMcIo_ RE—SEED AS SPECIFIED
_ a0
SPREAD TOPSOIL & SORC A iy =
RE-SEED AS SPECIFIED v =5 =
% NOTES:
it ] $s2 R645-301-500c
0.G. LY A =2~ RESTRICTED USE AREA STARTS APPROXIMATELY 1/4 MILE WEST OF THE CAD FILE NAME/DISK#: Figure RE45-301-500C AS—BUILT
/ o= CATTLE GUARD AND EXTENDS APPROXIMATELY 2300 FEET TO THE MINE _
] G et A BT R ENERGY WEST
= .
. hlh .
! 1720 A T MINING COMPANY
3/4:1 ROCK e A SUBSIDIARY OF PACIFICORP

6” TOPSOIL EXCAVATION REQUIRED- DEER CREEK MINFE
EMERY COUNTY ROAD 306

THROUGH RILDA CANYON FACILITIES AREA

6" UNTREATED BASE COURSE
(17 MAX.) REQ'D.

-EMBANKMENT AS REQUIRED

DIV. OF OIL, GAS & MINING

REFER TO JOHANSEN & TUTTLE ENGINEERING INC.
ROAD DESIGN — RILDA CANYON ROAD IMPROVEMENT PROJECT

CHANGE ORDER NO. 1

VOLUME 11 APPENDIX VOLUME—ENGINEERING: APPENDIX G

TYPICAL ROAD SECTION

2/10/2010

ADDED AS—BUILT DISTURBED AREA BOUNDARY,
REVISED TOPSOIL FENCE & ADDED MINE GATES
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